
24'-0" BOOM RADIUS
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CLEAR UNDER BOOM

A-4

ELEVATION VIEW
SCALE: 1/2" = 1'-0"

12'-11" APPROX.
LOCATE LOWER PLATE

AT INSTALLATION TO MAINTAIN
12'-6" BENEATH BOOM

7'-6"
PLATE CENTERS,

REF.

5/8"-11 HHCS x 3 1/2" LG., ASTM A325,
WITH 5/8" FLAT AND SPLIT LOCK WASHERS,
DOUBLE NUT BACK SIDE WITH ASTM A325
HIGH STRENGTH NUT, TYP. (12) PLACES

FIN FLR. ELEV.

B B

SECTION VIEW B-B

MOUNTING PLATE WELDMENT,
SEE DETAIL ON SHEET 3

VIEW C-C

ENLARGED VIEW
SCALE: 1/8" = 1"

MOUNTING PLATE WELDMENT

3/8"

3/8"

LOCATE AT
INSTALLATION

C

C

7'-6"
REF.

1 TON JIB BOOM, ABELL-HOWE TENSION ROD TYPE, 24' RADIUS

MOUNTING PLATE WELDMENT

1'-6" REF.

24'-0"
TOP OF RAIL,

TYP.

C CRANE COLUMNL

COLUMBUS McKINNON CHAIN HOIST, LODESTAR, 1 TON

3/8"
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